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Within Van Halteren Naval Technologies we believe it is important that the supply of products from our 
suppliers meets 3 important principles: 

1. Products must be packed in such a way that they do not endanger the employees who process 
these products, 

2. Products must not be damaged during packing - transport - unpacking, 
3. The use of environmentally harmful packaging materials must be limited as much as possible. 

 
To achieve this, Van Halteren Naval Technologies has drawn up the following packaging guidelines: 

• Always use clean, sturdy & undamaged packaging materials. 

• Take as a guideline: max. 25 kg per packaging unit. 

• Pack products (if possible) by item number. 

• When these products must be delivered with Inspection & measurement reports: 
o Send these documents to vhnt.purchase@vanhalteren.com prior to the delivery of the 

products. 
o If this is not possible: 

▪ Always place these documents well protected on top of the packaged products in 
the packaging 

• Always provide clear identification on the outside of the packaging 
o Stating the: 

▪ Amount of parts per packaging unit, 
▪ Vulnerability, 
▪ Hazardous substances, 
▪ Maximum stack height. 

• Always indicate how many packages the shipment consists of. 

• For several small packages: use an outer box or pallet edges on a pallet. 

• Make sure that the outer box remains firmly on the pallet during transport. 

• Pack items in such a way that they; 
o Do not damage, 
o Do not touch each other in the packaging, 
o Not exposed to weather influences. 

• Use circular packaging materials as much as possible. 

• Avoid using filler chips; 
o Is the packaging higher than the packaged products: cut the packaging and adjust the 

height of the packaging accordingly, 
o Is the packaging wider/longer than the packaged products: fill the space with packaging 

paper/cardboard. 

• As separating material between individual parts: use cardboard 

• Only use bubble wrap on sprayed and coated parts 
 

 


